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Esta investigación tuvo como obj etivo establecer la posibilidad de in

yectar un banco de alcohol delante de vapor o agua caliente, mediant e el 

análisis del aumento teórico en recobro deb'do al aumento en solubilidad 

y a las características del comportamiento de las fases de los sistemas 

ternarios a temperaturas elevadas , 

Durante la investigación se estudiaron las características del compor 

tamiento de fases de selectos sistemas t ernarios, consistentes de salmuera, 

diferentes tipos de alcoholes , junto con una amplia selección de hidrocar

buros. El estudio fué efectuado princ'palmente a dos temperaturas, 25 y 

80°C, aunque en algunos casos la temperatura de 60 °C .fué también utilizada, 

Se le dió especial atención a aquellos sistemas que muestran di ferente com 

portamiento de fases según el tipo de al cohol y/ o salmuera empleada. 

En la segunda etapa de la inves tigación se seleccionaron varios s i s t emas , 

los cuales se describieron matemáticamente por medio de sistemas de ecuaciones, 

a fin de utilizarlos en un programa de computadora djseñado para simular des 

plazamiento contínuo o desplazamient o por "bancos" de alcohol del petróleo 

y salmuera desde un medio poroso, en 1 cual inicialmente existía una satura 

ción residual de petróleo. 
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Both models are combined in a general algorithm of solut ion proposed 

to solve the optimization problem, and a eomput er code was developed and 

tested .in the CDC-CYBER 170/750 comput er installed at the Uní ersity of 

Texas at Austin. This computer code was used in the solution of more than 

300 different problems involving four different types of reservoir, and 

the results were used in a sensitivity analysis on the ef feet of differ ent 

parameters in the behavior of the objective function used in t his s t udy. 

We observe that the optimal complet ion - and produetion - poliey to 

be used in a well are dependent on t he r eservoir type where i t i s con~le ed , 

and they are different for each value of parameters describing the system 

(reservoir - fluid - well - economic ) . 111e moue! can be used to de t ennine 

those policies for each new well to be completed in a reservoi r . 
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